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qualifications, and duties of employees 
assigned to each position; 

(3) A written description of the type 
and amount of both introductory and 
continuing training that will be given 
to each person filling a position listed 
under paragraph (d)(1) of this section; 

(4) Records that document that the 
training or job experience required 
under paragraphs (a), (b), and (c) of this 
section has been given to, and com-
pleted by, facility personnel. 

(e) Training records on current per-
sonnel must be kept until closure of 
the facility; training records on former 
employees must be kept for at least 
three years from the date the employee 
last worked at the facility. Personnel 
training records may accompany per-
sonnel transferred within the same 
company. 

[45 FR 33221, May 19, 1980, as amended at 46 
FR 2848, Jan. 12, 1981; 48 FR 14294, Apr. 1, 
1983; 50 FR 4514, Jan. 31, 1985; 71 FR 16903, 
Apr. 4, 2006] 

§ 264.17 General requirements for ig-
nitable, reactive, or incompatible 
wastes. 

(a) The owner or operator must take 
precautions to prevent accidental igni-
tion or reaction of ignitable or reactive 
waste. This waste must be separated 
and protected from sources of ignition 
or reaction including but not limited 
to: open flames, smoking, cutting and 
welding, hot surfaces, frictional heat, 
sparks (static, electrical, or mechan-
ical), spontaneous ignition (e.g., from 
heat-producing chemical reactions), 
and radiant heat. While ignitable or re-
active waste is being handled, the 
owner or operator must confine smok-
ing and open flame to specially des-
ignated locations. ‘‘No Smoking’’ signs 
must be conspicuously placed wherever 
there is a hazard from ignitable or re-
active waste. 

(b) Where specifically required by 
other sections of this part, the owner 
or operator of a facility that treats, 
stores or disposes ignitable or reactive 
waste, or mixes incompatible waste or 
incompatible wastes and other mate-
rials, must take precautions to prevent 
reactions which: 

(1) Generate extreme heat or pres-
sure, fire or explosions, or violent reac-
tions; 

(2) Produce uncontrolled toxic mists, 
fumes, dusts, or gases in sufficient 
quantities to threaten human health or 
the environment; 

(3) Produce uncontrolled flammable 
fumes or gases in sufficient quantities 
to pose a risk of fire or explosions; 

(4) Damage the structural integrity 
of the device or facility; 

(5) Through other like means threat-
en human health or the environment. 

(c) When required to comply with 
paragraph (a) or (b) of this section, the 
owner or operator must document that 
compliance. This documentation may 
be based on references to published sci-
entific or engineering literature, data 
from trial tests (e.g., bench scale or 
pilot scale tests), waste analyses (as 
specified in § 264.13), or the results of 
the treatment of similar wastes by 
similar treatment processes and under 
similar operating conditions. 

[46 FR 2848, Jan. 12, 1981, as amended at 50 
FR 4514, Jan. 31, 1985; 71 FR 40272, July 14, 
2006] 

§ 264.18 Location standards. 
(a) Seismic considerations. (1) Portions 

of new facilities where treatment, stor-
age, or disposal of hazardous waste will 
be conducted must not be located with-
in 61 meters (200 feet) of a fault which 
has had displacement in Holocene 
time. 

(2) As used in paragraph (a)(1) of this 
section: 

(i) ‘‘Fault’’ means a fracture along 
which rocks on one side have been dis-
placed with respect to those on the 
other side. 

(ii) ‘‘Displacement’’ means the rel-
ative movement of any two sides of a 
fault measured in any direction. 

(iii) ‘‘Holocene’’ means the most re-
cent epoch of the Quaternary period, 
extending from the end of the Pleisto-
cene to the present. 

[Comment: Procedures for demonstrating 
compliance with this standard in part B of 
the permit application are specified in 
§ 270.14(b)(11). Facilities which are located in 
political jurisdictions other than those listed 
in appendix VI of this part, are assumed to 
be in compliance with this requirement.] 

(b) Floodplains. (1) A facility located 
in a 100-year floodplain must be de-
signed, constructed, operated, and 
maintained to prevent washout or any 
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